PENVIH hygienic

PBMH hygienic Pressure Transducer

ED/A

21 CFR Part 11

+ Flush membrane with hygienic approval
+ SIP/CIP compatible
+ 3-A and EHEDG certified
+ Surface roughness of process connection < 0.8 Ra
+ Compact design
+ Excellent temperature characteristics
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membrane @ 19 mm ooling nec (DIN 43650 A), 4-pin
Pressure range 0 to 5 BarA M
PBMH25
Accuracy 0.1% FS
(linearity, hysteresis and . . .
repeatability) Standard Calibration Points
hysteresis at 23°C and 130°C:
Maximum medium tempera- -40 ... +125 °C (without cooling neck) * 0.05 BarA
ture range -40 ... +200 °C (with cooling neck) ¢ (.50 BarA
SIP / CIP compatible Medium temperature up to 150 °C (< 60 minutes) without cooling neck * 1.00 BarA
Medium temperature up to 200 °C (permanent) with cooling neck  1.50 BarA
Zero thermal drift <+0.083% FS/10 K * 2.00 BarA
Span thermal drift <+0.03% FS/MOK * 2.50 BarA
[ ]
Annual stability 0.1 % FS 3.00 BarA
Response time (10-90%) <5ms * 3.50 BarA
[ ]
Protection rating IP65 (EN 60529) up to IP67 (depending on electrical connection) 4.00 BarA
* 4.50 BarA
Output signal/Power Supply 0...10V/13...30VDC ¢ 500 BarA

Visit www.lives-international.com for more details.
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