T and J type thermocouples for use with thermocouple systems like XpertVal®.

EDA

21 CFR Part 11

Name Reference Max. Temp. Description
Bundle of 20 premium Type T oA TT.7.of o Teflon coated, 32 feet (10 m) length, harnessed, numbered
thermocouples, 24 gauge, 7 stranded T-24-TT-75-Z088 ARE and labeled. One inch Teflon coated welded tip
Bundle of 20 premium Type T g T o Teflon coated, 32 feet (10 m) length, harnessed, numbered
thermocouples, 24 gauge T-24-TT- 2l > and labeled. One inch Teflon coated welded tip
Roll of premium Type T RL-24-TT-1000 200°C Teflon coated, 1000 feet (300 m) length
thermocouples, 24 gauge
Roll of Premium Type T RL-24-KK-1000 350°C Kapton coated, 1000 feet (300 m) length
thermocouples, 24 gauge
Bundle of 20 premium Type T 24 T-24-KK-20-10 350°C Kapton coated, 32 feet(10m) lenght, harnessed, numbered
gauge, kapton coated and labeled
Bundle of 20 premium Type J J-24-KK-20-10 400°C Kapton coated, 32 feet (10 m) length, harnessed,
thermocouples, 24 gauge numbered and labeled, each thermocouple with welded tip
Bundle of 20 premium Type T o Teflon coated, 32 feet (10m) length, harnessed, numbered
thermocouples, 24 gauge (needle tip) NT-24-T-23-13 % and labeled, each thermocouple with needle tip
gllJJr?d-ll-é)g?:xx premium Type T/ .Ij::;l__f;}x ;2328°g Custom teflon / kapton coated, yy m length, harnessed,
thermocouples, teflon / kapton coated J-24-KK-xx-yy 200°C numbered and labeled, each thermocouple with welded tip

For best performance we recommend XpertVal® with wireless capability.
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Visit www.lives-international.com for more details.
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